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solely  on  conventional  optical  components  and  fast  data  acquisition.  This  is  accomplished  by 
working with  two  choppers  synchronized  to  a  10  kHz  repetition  rate  amplified  laser  system. We 
demonstrate  how  scattering  and  pump‐probe  contributions  can  be  removed  during  2D 
measurements  and  how  the  pump  probe  and  local  oscillator  (LO)  spectra  can  be  generated  and 
saved simultaneously with each population time measurement. As an example the 2D ES spectra for 







Since  its  first  demonstration  in  the  IR  and  visible  spectral  regions,  two‐dimensional  (2D) 
spectroscopy  has  been  developing  both  experimentally  and  theoretically  pushing  its  capabilities 
further into the visible region and more recently into the UV.1‐4 The extra information accessible by 
measuring 2D  spectra when  compared  to  the  traditional 1D nonlinear  techniques,  such as pump‐
probe  spectroscopy,  have  become  apparent  in  the  last  couple  of  years.5  One  example  of  an 
important  process  probed  by  2D  spectroscopy  is  energy  transfer  dynamics.6‐9  Indications  of  the 
presence of energy transfer can be gathered with 1D measurements, however  it appears  in a very 
intuitive way  in  2D  spectra  and more  importantly  un‐entangled with  other  processes.10  Coupling 
between  electronic  states  and  energy  transfer  are  closely  related  and when  there  are  couplings 





possible  to  see oscillations which  can be due  to  vibrational  coherence or,  in  the  case of  coupled 
molecular  systems,  excitonic  evolution.15  This  is  one  the  main  results  from  early  2D  electronic 
spectroscopy performed on photosynthetic  light harvesting  systems,  a  result  that has been hotly 
debated in literature.16, 17 The problem has been to prove the source of this coherence which, as has 
been  shown  recently,  might  not  be  purely  electronic  in  origin  but  could  have  a  vibrational 
contribution as well.17 Finally, the problem which plagues 1D spectroscopies is that it is impossible to 
distinguish the mechanisms producing line broadening of a given transition. 2D spectroscopy solves 









Part of  this problem was  solved  recently by working on  the  full optical  rotating  frame during  the 
coherence period.22 This was achieved by an alignment using four noncolinear beams located on the 
corners of a square and where always pairs of pulses are moved by a delay stage instead of moving 
pulses  independently.  Another  critical  issue  for  2D  spectroscopy  (indeed  for  any  optical 
spectroscopic method)  is  to  avoid or  remove  scattering  contributions.  Scattering of  light  into  the 
same direction as the signal deteriorates the signal/noise and can create “ghost” peaks in 2D maps.23  
Different experimental implementations have been proposed to tackle the phase stability and 
scattering  problems.24‐28  All  implementations  have  their  advantages  and  disadvantages  with  no 
scheme,  at  least  so  far, having  an overwhelming  number of  superior  features.  Intrinsically phase 
stable setups based on the pump‐probe geometry were used  initially  in the  IR region but now are 
also available  in  the visible and UV regions.3,  27  In  these schemes a pulse shaper  is usually used  to 
generate phase stable collinear pump pulses, with a known and adjustable relative phase. The probe 




to  the  projection  slice  theorem.  Some  disadvantages  include:  a  strong  background  contribution, 





widely used  to  remove scattering contributions.24  In  this scheme, usually used  in non‐collinear 2D 
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setups,  shutters  block  and  unblock  sequentially  different  beams  in  order  to  measure  different 
scattering contributions. The recorded terms are later subtracted from the main measurement. The 
main problem with  this  scheme  is  that  it  is a  relatively  slow measurement method and does not 
allow shot‐to‐shot acquisitions. On the other hand a method recently developed by Zigmantas et al 
uses  two choppers phase  locked  to  the  laser  repetition  frequency.28 Each chopper modulates one 
beam with  a  given  frequency.  The  signal  is  detected  through  a  lock‐in  amplifier  at  the  sum  or 
difference frequencies of the modulation introduced by the choppers. This scheme is able to remove 
quite  efficiently  the  scattering  contributions  and  measurements  can  be  done  rapidly,  roughly 




experimental  implementations.  It  is  based  on  the  boxcar  geometry  using  two  beamsplitters  to 
generate the four phase coherent beams.22 Working with a 10 kHz repetition laser system, we used 
two  choppers. With  a  fast  acquisition CCD  camera, we  are  able  to measure every  laser  shot  and 
perform  the  required  subtractions  of  scattering  contributions  in  real  time.  Also,  by  ordering  the 
different  acquired  terms,  for  every  population  time  the  LO  and  pump‐probe  spectra  are 
automatically  generated  and  saved,  accelerating  the  measurement  process  significantly.  As  test 




discussion  here will  be  restricted  to  its  basic  formalism without  the  details  laid  out  explicitly  in 
existing  literature.9 2D electronic  spectroscopy  is a  third‐order nonlinear optical method entailing 
two time delays, three electromagnetic field interactions and signal generation. In a simplified form 




experiments  carried out  in  this work was a Gaussian with  typical duration around 15  fs; ߱  is  the 
pulse carrier frequency; k is the wave vector which determines the direction of beam propagation; ߮ 









condition  and  therefore will  evolve with  a  frequency ߱௘௚,  proportional  to  the  energy  difference 
between ground (g) and excited (e) states. Hence, the interval between pulses 1 and 2, , is usually 
called  the  coherence  time. The  second pulse  converts  the  superposition  into a population  state  ‐ 
either  the ground or excited state  ‐ and  thus  the  interval between pulses 2 and 3, T,  is called  the 
population time.24 Finally, the third pulse converts the population  into a superposition of quantum 
states producing a macroscopic oscillating polarization. This nonlinear polarization  is  the source of 
an  electric  field,  E௦௜௚ሺݐሻ ∝ ݅	Pሺଷሻሺݐሻ,  which  appears  during  emission  time  t.  The  nonlinear 
polarization,  Pሺଷሻሺݐሻ,  contains  all  of  the  information  about  the  material  interaction  with  the 
incoming  electric  fields.  The  third order nonlinear  polarization  is  calculated  through perturbation 
theory and can be written as:9, 24 




଴ Rሺଷሻሺݐଵ, ݐଶ, ݐଷሻ	. Eሺݐ െ ݐଷሻEሺݐ െ ݐଷ െ ݐଶሻEሺݐ െ ݐଷ െ ݐଶ െ ݐଵሻ.  (1) 
In  the experiment,  the  laser beams propagate non‐collinearly  (Figure 1b) and  therefore  the  signal 
electric  field will be emitted  into a well‐defined  spatial direction given by  the wave vector phase‐
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matching  condition:	kୱ ൌ േkଵ േ kଶ േ kଷ.  The  response  function  tensor, Rሺଷሻሺݐଵ, ݐଶ, ݐଷሻ,  describes 




it (Figure 1b). The measured signal is written as ܵሺଷሻሺݐ, ܶ, ߬ሻ ൌ E௦௜௚ሺݐ, ܶ, ߬ሻE௅ை∗ ሺݐሻ݁ି௜ఝಽೀ,	where the 
coherence time, , and population time, T, have been written explicitly. Importantly, the final phase 
of the signal is given by the phase contribution from each incoming laser pulse plus the relative local 
oscillator  phase, ߮௅ை.  Typically  the  signal  is measured  along  the  phase matching  direction  given 
by	kୱ ൌ െkଵ ൅ kଶ ൅ kଷ, therefore the phase acquired by the signal is ߮௦ ൌ െ߮ଵ ൅ ߮ଶ ൅ ߮ଷ െ ߮௅ை. 
A  2D  measurement  consists  in  the  acquisition  of  the  signal  ܵሺଷሻሺݐ, ܶ, ߬ሻ  for  a  series  of 
population  times T. For each population  time  the  relative delay  times  and t need  to be scanned 
with sub cycle precision. The data, however, is not usually presented in the time domain but rather 
in  the  frequency  domain,  requiring  a  double  Fourier  transformation  over    and  t  leading  to 
ܵሺଷሻሺ߱௧, ܶ, ߱ఛሻ.  Since we use  spectral  interferometry31  to measure  the  signal  field, which  implies 
using a spectrometer to measure the signal  in the spectral domain, only a single Fourier transform 
along  is needed to generate the final 2D frequency map. This complex signal carries absorptive and 
dispersive  information.9  Therefore  it  is  critical  to  know  precisely  the  phase  between  real  and 
imaginary parts. The correct phase is retrieved by applying the projection‐slice theorem32 where the 











White,  Light  Conversion).  The  central wavelength  delivered  by  the  NOPA  could  be  tuned  in  the 
region  from 490 nm  to 750 nm with  typical pulse durations around 15  fs. Even  though  the NOPA 













phase stability  throughout a measurement. Many  things can contribute  to  the generation of small 
vibrations of the optical elements  in the setup, and therefore create small fluctuations of the path 
lengths of the beams, which correspond to phase fluctuations. One way of partially avoiding this is to 
move  pulses  in  a  pairwise manner  so  that  path  length  fluctuations  become  anti‐correlated  and 
compensate each other.33 
The input beam power was about 4 mW. The beam is steered into the setup with two mirrors 















equal  to  the  lower beam,  that  is,  the delay  stage  compensates  the extra 2.5  cm  travelled by  the 
lower beam. The upper and lower beams are then divided a second time by two beamsplitters, BS2, 
so that in total there are four phase coherent beams spatially located on the four corners of a square 
with equal distances between  them of 2.5  cm  (Figure 1b). Beams 1 and 3 are  steered  towards a 





beam  3.  The  chopper  operation will  be  discussed  in more  detail  in  a  subsequent  section  but,  in 
summary, through their action on beams 2 and 3  it  is possible to remove  (from the total  intensity 






The  polychromator  consists  of  a  highly  dispersive  prism  (flint  glass) which  spatially  disperses  the 
wavelengths  composing  the broad  spectrum of  the  LO beam. The  spatially dispersed  spectrum  is 
imaged  with  a  20  cm  focal  length  lens  onto  a  CCD  camera.  Finally,  the  camera  acquires 
independently  each  laser  shot  emitted  by  the  laser.  Additionally,  each  beam  passes  through  an 
achromatic  half  wave  plate,  W,  so  that  the  polarization  of  each  beam  can  be  adjusted 
independently. The LO beam  is attenuated by a variable neutral density  filter, ND, and  is delayed 
around 400 fs relative to the other beams by travelling through a fused silica plate. 
C. Detection system 
The  spectrally dispersed  LO beam  is measured by a multichannel CCD  camera. The  camera 
used  in  the experiment consisted of a  line scan camera with 1x1024 pixels  (e2v AVIIVA EM1). The 
line acquisition rate can be adjusted up to 77 kHz and  is therefore more than adequate to acquire 
each laser shot at 10 kHz. The camera is triggered at 10 kHz by the laser TTL signal and in its turn is 
able  to send a TTL signal  to a voltage acquisition board, allowing  the acquisition of  the TTL signal 
output of the two choppers. Therefore for each camera acquisition the state of each chopper is also 
acquired which enables the software to determine if beams 2 and 3 were (un)blocked when the LO 
pulse  was  acquired  by  the  CCD  camera.  Ideally  chopper  C1  should  operate  at  5  kHz  therefore 
blocking  every  other  laser  shot. However  the  high  rotating  speed  required  to  operate  at  5  kHz, 
would generate  turbulence and air  currents  inside  the 2D  spectrometer,  so  the  frequency of  this 
chopper is set to 1kHz. Therefore 5 laser shots are blocked and the next 5 shots are transmitted (see 
Figure 2). Due  to  the beam  size and  the  chopper  slot  size  the border  shots need  to be discarded 
because they may be partly blocked. Therefore once the camera  is triggered to start acquisition, a 
delay is added so that the first shot is ignored. The camera integration time is set to 300 µs therefore 









of unwanted  light scattered  in  the same direction as  the LO and signal beams. The scattered  light 
comes mainly  from  beams  1,  2  and  3  and  is  phase  coherent with  the  signal  and  LO  beams  and 
therefore  also  generates  interferometric  signals.24  Apart  from  that,  the  LO  beam  itself  can  be 
contaminated with pump‐probe signals. This can happen when the LO pulse arrives later than any of 
the three other beams and therefore acts as a probe beam for the transient absorption induced on 
the  sample  by  any  of  the  beams  1,  2  or  3.  Different  procedures  to  remove  those  unwanted 





they  are  synchronized  to  the  laser  repetition  rate  which  in  principle  allows  shot‐by‐shot 
measurements even up  to 5 kHz.  In order  to  remove unwanted  contributions  from  the  signal we 
developed a scheme where choppers block and unblock beams 2 (kଶ) and 3 (kଷ). Figure 2 shows a 
schematic for the effect of the choppers on the beams. The laser repetition rate is 10 kHz and C1 is 
synchronized  to  1/10  of  this  frequency,  that  is,  its  frequency  is  1  kHz.  In  this  case  as  Figure  2 
illustrates, 5 laser shots are blocked and 5 shots are transmitted; the letters a, b, c and d label the 4 
different  chopper  conditions  for  the  two  beams.  The  CCD  camera  acquisition  by  its  turn  is 





blocked/unblocked events of beam 2, beam 3 will be blocked  (c+d) and unblocked once  (a+b)  . A 
tailor made software routine subtracts the different cases from each other in the following order: 
α = a‐b = | ଵܵ ൅ ܵଶ ൅ ܧ௅ை|ଶ െ | ଵܵ ൅ ܧ௅ை|ଶ ൌ |ܵଶ|ଶ ൅ 2ܴ݁ሼ ଵܵܵଶ∗ሽ ൅ 2ܴ݁ሼܵଶܧ௅ை∗ ሽ   (2) 
β =	c‐d	ൌ	| ଵܵ ൅ ܵଶ ൅ ܵଷ ൅ ܧௌ ൅ ܧ௅ை|ଶ െ | ଵܵ ൅ ܵଷ ൅ ܧ௅ை|ଶ ൌ	
ൌ |ܧௌ|ଶ ൅ |ܵଶ|ଶ ൅ 2ܴ݁ሼ ଵܵܵଶ∗ሽ ൅ 2ܴ݁ሼܵଶܧ௅ை∗ ሽ ൅ 2ܴ݁ሼ ଵܵܧௌ∗ሽ ൅ 2ܴ݁ሼܵଶܧௌ∗ሽ ൅ 2ܴ݁ሼܵଷܧௌ∗ሽ ൅
2ܴ݁ሼܵଶܵଷ∗ሽ ൅ 2ܴ݁ሼܧௌܧ௅ை∗ ሽ   (3) 
β ‐ α  = |ܧௌ|ଶ ൅ 2ܴ݁ሼ ଵܵܧௌ∗ሽ ൅ 2ܴ݁ሼܵଶܧௌ∗ሽ ൅ 2ܴ݁ሼܵଷܧௌ∗ሽ ൅ 2ܴ݁ሼܵଶܵଷ∗ሽ ൅ 2ܴ݁ሼܧௌܧ௅ை∗ ሽ   (4) 
In  these  equations,	ܵ௡,  stands  for  the  contributions  of  pump‐probe  signals  originating  from  the 
interaction of LO beam and beams 1, 2 and 3 as well as scattering contributions from those beams 
into  the direction of LO. For example,  ଵܵ ൌ ܧ௦ଵ ൅ ߜܧଵ, has  two contributions:  the  first, ܧ௦ଵ,  is  the 
pump‐probe signal emitted along k௅ை for the case where ܧଵ ൌ ඥܫଵሺ߱ሻ݁௜ఝభሺఠሻା௜ఠ௧భ  acted as a pump 






signal  is  the only  relevant contribution  to  the 2D measurement. Therefore only  term	2ܴ݁ሼܧௌܧ௅ை∗ ሽ, 
given by the transient grating signal heterodyned by the local oscillator field, in equation (4) should 
be  isolated  for  posterior  Fourier  transformation.  Even  though  it  seems  that  there  are  still many 
scattering  terms present  it  is  important  to notice  that  the main  scattering  contributions given by 
interferences with ܧ௅ை have been removed. The remaining contributions are all centred on different 
(relative to LO pulse) delay times and are weak. For example terms  like 2ܴ݁ሼܵ௡ܧௌ∗ሽ originate from 




interferometry procedure which  is applied  to equation  (4).24 The only  terms  to survive will be  the 
ones which are  centred around  ts  ‐  tLO,  that  is  the  time delay between  signal and  LO pulses.  It  is 
important to reiterate that a key advantage of using a second chopper is that the term 2ܴ݁ሼܵଶܧ௅ை∗ ሽ 
which  appears  in  equation  (3)  has  been  removed.  This  term  represents  the  pump‐probe  signal 
generated by the interaction of beams 2 and LO with the sample and can be significant for samples 
with  strong  transient  absorption  signals.  Figure  3a  shows  an  example of  a  2D plot of  a  series of 





the same experimental conditions.  In order  to  illustrate  this procedure Figure 2 showed a cartoon 
for the action of the choppers on the 3 excitation beams.   For case b above, where beams 2 and 3 






therefore  overlapping  temporally  with  beam  3.  After  this  procedure  DS1  returns  to  its  original 
position determined by the population time delay and the coherence time is scanned producing the 
full  2D  measurement  (Figure  3).  A  typical  measurement  for  100  coherence  time  steps  and  an 
average of 1000  laser  shots per delay  time,  including  collection of  the pump‐probe  signal and  LO 
spectrum, is performed during a time of 3 minutes. Therefore in 1 hour around 20 2D spectra can be 




The proper  sequence of delay  stage movements  in  this experimental  scheme  is  critical  to 
obtaining correct 2D measurements. In order to illustrate the procedure, Figure 4 presents the cases 
of rephasing and non‐rephasing signal measurements.9 The rephasing signal  is measured along the 
phase matched direction, kୱ ൌ െkଵ ൅ kଶ ൅ kଷ,which contains a signal with approximate oscillatory 
factor ݁௜ఠሺఛି௧ሻ and  therefore,  for a detection  time equal  to coherence  time, ݐ ൌ ߬, a maximum  in 
emission occurs, also called the photon echo.24 The non‐rephasing signal is emitted along the phase 







overlapped with pulse 3.  This  is  the  time origin  for  the  coherence  and detection  timescales.  The 
timescale  running  from  zero  to  the  right,  +t,  corresponds  to  the  detection  timescale  for  both 
rephasing  and  non‐rephasing  cases.  In  Figure  4,  the  coherence  timescale,  ,  runs  to  the  left  of 
population time zero and is negative for the non‐rephasing case and positive for the rephasing case. 




pulse 1 or 2) and pulse 3. When performing an experiment,  initially  the population  time  is  set  to 
some  relevant value, by DS1. As  illustrated  in Figure 4, by changing  relative delays of pulses 1  (by 




for the rephasing case where there  is an echo emission, as  illustrated  in Figure 4. Even though for 
the non‐rephasing case this concept is not so easy to visualize the same principle applies. In order to 
generate  negative  coherence  times  pulse  2  has  to  arrive  earlier  than  pulse  1  on  the  sample. 
Therefore,  delay  stage  PZ2  has  to  be moved  forwards, which means  that  pulses  1  and  3 move 
relative to pulse 2. In this case time zero is shifted because it is defined by the arrival of pulse 3. For 
example if coherence time was incremented by a value of ‐ the relative delay between pulse 3 and 








The delay  stage movements  introduced  in  this manner  lead  to  the natural measurement of 
the signal in the rotating frame.23 This happens because of LO pulse movement relative to pulse 3, as 
shown  next.  The  phase  of  the  signal  being  measured  can  be  written  as 
ܫ௦௜௚~݁ି௜ሺ∆ఝభ,మି∆ఝయ,ಽೀሻ݁ି௜ఠሺఛି௧ሻ ൌ ݁ି௜∆ఝభ,మ݁௜ሺ∆ఝయ,ಽೀିఠఛሻ݁௜ఠ௧,  where  ∆߮ଵ,ଶ ൌ ߮ଵ െ ߮ଶ	  and 
∆߮ଷ,௅ை ൌ ߮ଷ െ ߮௅ை.	We can also define the LO relative phase as ∆߮ଷ,௅ை ൌ ߱ݐ௅ை. From the previous 
discussion we know  that  if  the coherence  time  is changed by positive amounts, ’=+,  then  the 
local oscillator moves oppositely,  that  is,  t’LO =  tLO‐,  therefore  from  the above equation one can 
immediately see that the phase difference being measured by changing the coherence time is offset 
by the phase alteration  introduced by the LO pulse movement. Thus, when a delay stage moves to 
change  the  relative  coherence  time  it will also move  the  local oscillator  (LO) pulse  creating a net 
phase change which is zero. One advantage of this scheme is that the phase stability only has to be 










direction (Figure 1b), ݇௦ ൌ െ݇ଵ ൅ ݇ଶ ൅ ݇ଷ, the total phase of the heterodyne detected 2D ES signal 
is given by: 
∆߮௦ ൌ െ߮ଵ ൅ ߮ଶ ൅ ߮ଷ െ ߮௅ை ൅ ߮௦௜௚ ൌ 	 ሺ߮ଶ െ ߮ଵሻ ൅ ሺ߮ଷ െ ߮௅ைሻ ൅ ߮௦௜௚   (5) 
where  ߮௦௜௚  is  the  phase  produced  by  interaction  of  the  laser  electric  fields with  the  sample.36 
Therefore, phase fluctuations in each beam produce an overall phase fluctuation as follows: 
ߜሺ∆߮௦ሻ ൌ ሺߜ߮ଶ െ ߜ߮ଵሻ ൅ ሺߜ߮ଷ െ ߜ߮௅ைሻ   (6) 
It  is possible  to  trace  the contributions  to  the phase  fluctuations contributing  to each  term of  the 
equation  above  by  acknowledging  the  contribution  of  each  optical  element  in  the  setup  (Figure 
1a).36 For example, the equation below shows explicitly the contributions for one of the phase terms 
(other terms can be obtained by following the beam path (Figure 1) in the same manner): 
ߜ߮ଵ ൌ ߜ߮஻ௌଵ ൅ ߜ߮ெଵ ൅ ߜ߮஻ௌଶ௅ ൅ ߜ߮௉௓ଶା௉ଶ ൅ ߜ߮ௌெ ൅ ߜ߮ிெ   (7) 
Taking the respective differences of the above terms results in 
ߜ߮ଶ െ ߜ߮ଵ ൌ ߜ߮ெଶ െ ߜ߮௉௓ଶା௉ଶ   (8) 
ߜ߮ଷ െ ߜ߮௅ை ൌ ߜ߮௉௓ଶା௉ଶ െ ߜ߮ெଶ   (9) 
Therefore, due  to  the  anti‐correlation of  the  fluctuations,  adding  equations  (8)  and  (9)  results  in 
phase  fluctuations equal  to  zero.  In  this analysis,  single beam  fluctuations are not considered but 
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these  can  become  significant,  for  example  if  there  are  air  currents  which  affect  differently  the 
individual  beam  paths.  However,  even  though  the  phase  difference  of  the  different  beam  pairs 
fluctuates  significantly  during  even  short  periods  of  time  due  to  their  anti‐correlation,  those 
fluctuations cancel out almost perfectly and  therefore  the overall phase of  the measured signal  is 
much more stable.33 To ensure the overall phase stability of the setup the optical components are 




setup  we  carried  out  measurements  on  the  dye  molecule  cresyl  violet  (CV)  perchlorate 





the coherence  time was scanned  from  ‐150  fs  to +150  fs with 4  fs delay steps and  for population 
times ranging from 30 fs to 500 fs in 5 fs steps. The energy per pulse was around 2 nJ at the sample 
position. 
The  linear absorption spectrum and  the molecular structure of CV are shown  in Figure 5a. 
The small shoulder at around 618 nm  is due to the first vibronic overtone ( = 18 THz), assigned to 
an orthogonal aromatic stretching mode in the central ring.37 For the 2D measurements even though 
the  laser  spectrum had  a bandwidth  of  40 nm  (producing pulses with  16  fs duration)  it was not 
sufficient  to  cover  the  entire  absorption  band.  Therefore  the  amplitude  of  the  measured  2D 
spectrum will be modulated by the laser profile, as shown in Figure 5b which presents a 2D spectrum 
for a population time T = 130 fs. This spectrum consists of the absolute magnitude of the total signal 





resembles  the  linear  absorption  spectrum,  only  narrower  due  to  the  fact  that  the  excitation 
spectrum  is narrower than the full absorption  line shape. The quality of the “phasing” required for 
the separation of absorptive and dispersive responses can be seen in Figure 5c which compares the 
pump‐probe measurement with  the projection of  the 2D  spectrum onto  the detection  frequency 
axis, 3, for a population time T = 130 fs. The fact that the pump‐probe signal was measured quasi‐





















a  frequency  centred  at  586.5  cm‐1  (17.58  THz),  Figure  6c, which matches  exactly  the  orthogonal 
stretching  frequency present  in CV determined previously by Raman spectroscopy. 37 The origin of 




The  results presented  in  Figures  5  and  6 demonstrate  the  ability of  the  2D  experimental 
setup described to obtain fast and reliable 2D spectra with good signal/noise. The advantages of the 
setup are: flexibility in terms of wavelength of operation (480nm up to 950nm) enabled by the use of 





In  this paper we described  a new 2D electronic  spectroscopy  setup based on  conventional 
optics and fast data acquisition. Use of beamsplitters for the generation of the four phase coherent 
pulses enabled  the  setup  to be used over  the whole  visible  spectral  region.   This  scheme  can be 
thought of as a hybrid scheme which  relies on  the best  features of earlier proposed experimental 
implementations. Working with a 10 kHz  repetition  laser  system  significantly accelerates  the data 
collection.  Importantly, by working with  two  choppers  in  conjunction with  a  fast  acquisition CCD 
camera, we are able to measure every laser shot and perform the required subtractions of scattering 
contributions  in  real  time. We  also  showed  that  by  ordering  different  acquired  terms,  for  every 





time.  The  recovered  frequency  of  this  oscillation,  17.58  THz,  was  assigned  to  the  orthogonal 
stretching vibrational mode of CV, previously determined by Raman spectroscopy. Also by fitting the 
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Figure 1.  (a) 2D ES experimental  setup where: BS1,2 beamsplitters; P1,2 aluminium  coated knife‐
edge right angle prisms; DS1 and PZ1,2 mechanical delay stages; C1,2 optical choppers; λ/2+FS half 
wave plates plus  fused  silica windows; ND neutral density  filter;  SM  spherical mirror;  FM  folding 









Figure 4. Pulse  arrival  time ordering  scheme  for  rephasing  and non‐rephasing  cases.  See  text  for 
description. 
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